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PCB
TERMINAL
BLOCKS

FUSED TERMINAL BLOCKS 5x20mm Fuse Terminal Block CFTBN p91
  6.3x25mm Fuse Terminal Block CMFTB p92

PCB FUSEHOLDER
 5.08mm pitch
 For Plug-in fuses  CSICS p92
 5x20mm 
 PCB Fuse Carriers Straight Pin CFH02 p93
  Kinked Pin CFH02W p93
  Cover CFH02H p93
 Compact Horizontal & Vertical Vertical CFH06 p93
  Horizontal CFH07 p93
 Semi-enclosed 15mm pitch With Spigot CFH17S p95
  No Spigot CFH17 p95
 Semi-enclosed 22.6mm pitch With Spigot CFH14S p95
  Cover For With Spigot CFH14HG p95
  No Spigot CFH14 p95
  Cover For No Spigot CFH14HB p95

PANEL MOUNT FUSEHOLDER
 5x20mm
 Low Profile Screw Carrier, 2.8mm Quick Connect CFH04 p96
  Bayonet Carrier, 2.8mm Quick Connect CFH09 p96
  Bayonet Carrier, 4.8mm Quick Connect CFH12 p96
  Bayonet Carrier, 4mm Quick Connect CFH18 p96
 Standard Panel Mounting  CFH05 p97
 Snap Fit Screw Carrier, Screw Driver Release CFH08 p97
 Bayonet Carrier, Finger Release  CFH11 p97
 6.3x32mm 
 Low Profile  CFH20 p98 
  

CHASSIS MOUNT FUSEHOLDER
 5x20mm
 15A Rated  CFH15 p99
 6.3x32mm
 Chassis Mount  CFH16 p100

MULTI-SIZE IN-LINE FUSEHOLDER  CFH10 p100

AXIAL FUSES
 5x20mm
 Glass Fuses Quick Blow/Fast acting CF0520F p101
  Time Delay CF0520T p101
 Ceramic Fuses Quick Blow/Fast acting CF0521CF p101
  Time Delay CF0521CT p101
 6.3x25mm
  Quick Blow/Fast acting CF06325FG p102
  Time Delay CF06325TG p102
 
     Glass Fuses British Plug Top Fuses Ceramic CFA1362/A     p102 
 
     6.3x32mm
 Glass Fuses Quick Blow/Fast acting CF06332F p103
  Time Delay CF06332T p103
 Ceramic Fuses Quick Blow/Fast acting CF06333CF p103
  Time Delay CF06333CT p103
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PCB
TERMINAL

BLOCKS

POWER FUSES
 8.5x31.5mm
 aR Semiconductor  CF0840aR p106
 aM Motor Circuit Protection  CF0840aM p106
 gG General  Use  CF0840gG p107
 10.3x38mm
 aR Semiconductor  CF1050aR p106
 gG General Use  CF1050gG p107 
 gGV Solar Photovoltaic  CF1010gPV            p107

MINIATURE AXIAL FUSES
 2.4x7mm Micro Fuses Very Fast Acting CF2470FF p109
  Time Delay CF2470TT p109

SURFACE MOUNT FUSES Quick Blow/Fast acting CFSSMTF p110
  Time Delay CFSSMTT p110 
 1206 Case Size Quick Blow/Fast acting CF1206F p113 
  Time Delay CF1206T p113 
     
 
RADIAL (ROUND) FUSES Quick Blow/Fast acting CFRT05F p114
  Time Delay CFRT05T p114

RADIAL (SQUARE) FUSES Quick Blow/Fast acting CFST05F p113
  Time Delay CFST05T p113

PTC SELF-RESETTING FUSES
 6V     rated  CFPLA p114
 16V   rated  CFPL p114
 30V   rated  CFPM p114
 60V   rated  CFPN p114
 120V rated  CFPO p114
 130V rated  CFPNA p114
 240V rated  CFPPA p114
 250V rated  CFPP  p114
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5x20mm Fused Terminal Blocks

•    1 - 5 pole terminal strip with 
 5x20mm fuseholder to 
IEC257

 •  Integral spare fuse carrier
 •  Interlocking fuseholder 
 with CFTBN/1
 •  Anti rotation spigot
 •   IP20 finger protection
 •  Cable entry 4mm2  
 (2.5mm2 with wire protector)
 •  Wire protector on fuse  
 terminal as standard
 •  Standard 3 to 5 pole 
 with earth screw, without   
 wire protectors
 •  Version 2 to 5WP without   
 earth, with wire protector on  
 all poles
 •  Version 3 to 5EWP with earth, 
 wire protector on all poles   
 except earth
•  Version 3 to 5NE without   
 earth, without wire protectors
 •  Wire protectors on earth 
 pole to order
•  Meets creepage and   
 clearance requirements 
 of IEC (8mm)
•  16mm fixing pitch
•  Easily cut to size
•  , , ,    ,   , 
 FIMKO, approved, on non   
 earth versions 
 

SPECIFICATION
Rating

Current rating

Moulding
Terminal
Fuse clip 
Wire protector
Temperature
Fuse size
Screws

Fuseholder 250V AC
Terminal 450V AC
Fuseholder 13A
Terminal 20A
UL94-V0 flame retardant PA
Brass, nickel plated
Phosphor bronze
Stainless steel
-20° to 120°C
5x20mm glass or ceramic
M3

CFTBN

TYPE NO.
CFTBN/1
CFTBN/2
CFTBN/3
CFTBN/4
CFTBN/5
CFTBN/3NE
CFTBN/4NE
CFTBN/5NE
CFTBN/2WP

CFTBN/3WP

CFTBN/4WP

CFTBN/5WP

CFTBN/3EWP

CFTBN/4EWP

CFTBN/5EWP

CFTBN/3EWPG

CFTBN/4EWPG

CFTBN/5EWPG

POLES
1 interlocking
2
3 with earth screw
4 with earth screw
5 with earth screw
3 no earth facility
4 no earth facility
5 no earth facility
2 with wire protector 
& no earth facility
3 with wire protector 
& no earth facility 
4 with wire protector 
& no earth facility
5 with wire protector 
& no earth facility
3 with wire protector 
& earth screw (no WP 
on earth connetion)
4 with wire protector 
& earth screw (no WP 
on earth connetion) 5 
with wire protector & 
earth screw (no WP 
on earth connetion)
3 with wire protection 
on all poles & 
earth screw
4 with wire protection 
on all poles & 
earth screw
5 with wire protection 
on all poles & 
earth screw

Terminal Cover

•  Screw / dust protection
•  Easily cut to required size

TYPE NO.
CFTBN/3C
CFTBN/5C

POLES
3 pole cover
5 pole cover
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6.3x25mm (¼”x1”) Fused Terminal Blocks

•      2 or 3 pole terminal block
•       Accepts 5x20mm & 6.3x25mm 

(1”x¼”) fuses
 •      Anti rotation spigot
 •      IP20 finger protection
 •      Cable entry 3x1.5mm2 
 or 2x2.5mm2

•       Meets creepage and clearance 
requirements  
of IEC (8mm)

•       16mm fixing pitch
 •      2 pole supplied in 3 pole 

housing
 •      3 pole supplied complete with 

earth screw and washer
•            approved 

SPECIFICATION
Rating

Current rating

Moulding
Terminal
Fuse clip 
Temperature
Fuse size

Screws
Terminal marking

Fuseholder 250V AC
Terminal 450V AC
Fuseholder 13A
Terminal 20A
UL94-V0 flame retardant PA
Brass, nickel plated
Phospher bronze
-20° to 125°C
5 x 20mm & 6.3 x 25mm
(1"x1/4") glass or ceramic
M3.6
L=Live/      =Earth/ N=Neutral

CMFTB

TYPE NO.
CMFTB/2
CMFTB/3

POLES
2
3

PCB Fuseholder for Axial/Radial Fuses

•     Precision turned pins
•    Twist free construction
 •   Low profile
 •   High retention design   

 prevents fuse walkout during  
 heavy vibrations

 •   Side and end stackable
•   High solderability pin design
 •   Anti wicking pin design
 •   UL94-V0 mouldings
 •   200 operations minimum life

SPECIFICATION
Rating
Contacts/Resistance
Temperature range
Contact 
Plating

Insulation Resistance
Insertion force
Withdrawal force

3A
Tinned nickel plated Brass,<5mΩ
-55°C to 125°C 
Beryllium copper, heat treated
2µm/80µ" nickel
5µm/200µ" tin
103MΩ at 100V
<250g
>50g

CSICS

TYPE NO.
CSICS/3/101 2

92
Ver 1.1



PCB
TERMINAL
BLOCKS

INTER-
CONNECTION

FUSES &
FUSE-
HOLDERS

LEDs &
INDICATORS

MINIATURE
SWITCHES

LIMIT &
SAFETY
SWITCHES

CONTROL
PRODUCTS

INTERFACE
MODULES &
SUPPORTS

RELAY
BASES

ENCLOSURES

BATTERIES

TRANS-
FORMERS

FUSES & FUSEHOLDERS

E L E C T R O N I C S  &  E N C LO S U R ES

+44 (0)1638 716101
info@camdenboss.com
www.camdenboss.com

We operate a constant improvement policy, 
our products are subject to change without notice.

92
Ver 1.0

5x20mm PCB Fuse Carriers

•      PCB mounting
 •      Kinked pin for PCB
 retention CFH02/W
 •      Transparent insulation 
 cover CFH02H
 •      UL94-V0 cover 
 •      Standard according 
 to EN60127 & UL512
 •      22.6mm pitch
•      , ,      ,      approved

SPECIFICATION
Rating
Contacts/Resistance
Moulding
Dielectric strength
Temperature
Operating power
Recommended PCB hole size

6.3A/ 250V
Tinned, nickel plated Brass
UL94-V1 self extinguishing PPOM
3kV / 60 Sec
-20° to 125°C
1.6W
1.3mm

TYPE NO.
CFH02
CFH02/W
CFH02H

Straight pin
Kinked pin
Cover 

CFH02/W

5x20mm Compact Horizontal & Vertical PCB Mounting Fuseholders

•    Finger or screwdriver release, 
bayonet carrier

 •   Horizontal or 
 vertical mounting
•   Compact footprint  

 10mm pitch 
•   Anti solder wicking
•   To EN60127 & UL512
•   , ,approved

SPECIFICATION
Rating
Contacts/Resistance
Moulding  
Dielectric strength
Power dissipation
Recommended PCB hole size
Insulation Resistance

10A/ 250V
Tinned nickel plated Brass,<5mΩ
UL94-V0 flame retardant PBT
3kV / 60"
2.5W
1.5mm
100MΩ

CFH06

TYPE NO.
CFH06
CFH07

vertical mounting
horizontal mounting

CFH06

CFH07CFH07

CFH02 CFH02H
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5x20mm PCB Fuse Carriers

•    For the PCB mounting of 
    5x20mm fuses
 •   Supplied on tape, in ammo    

  packs
•   Pack size 1000 pcs

SPECIFICATION
Material Phosphor bronze, tin plated

TYPE NO.
CFH01T Fuse clip

94
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CFH14HG         Cover (Green)        

5x20mm Semi-enclosed PCB Mounting 22.6mm Pitch Fuseholders

•   PCB mounting
•    Fuse retaining 
 insulation cover
 •   Enclosed contacts
 •   22.6mm pitch 
 •   Moulded in UL94-V0 
 retardant PA
 •   EN60127
• , ,     ,  approved

SPECIFICATION
Rating
Contacts/Resistance
Moulding  Black
  Green
Dielectric strength
Power dissipation
Recommended PCB hole size
Insulation Resistance

6.3A/ 250V
Tinned, nickel plated Brass,<5mΩ
UL94-V0 flame retardant PA CFH14
UL94-V0 flame retardant PA CFH14S
3kV / 60"
1.6W
1.5mm
100MΩ

CFH14

  
TYPE NO.
CFH14
CFH14B 
CFH14HB
CFHI4HG  

no spigot
with spigot  
cover (Black)
cover (Green) 

5x20mm Semi-enclosed PCB Mounting 15mm Pitch Fuseholders

•   PCB mounting
•    Fuse retaining 
 insulation cover
 •   Enclosed contacts
 •   15mm pitch 
 •   Moulded in Green UL94-V0 
 retardant PA
 •   EN60127
• , ,     , approved

SPECIFICATION
Rating
Contacts/Resistance
Moulding  
Dielectric strength
Power dissipation
Recommended PCB hole size
Insulation Resistance

6.3A/ 250V
Tinned, nickel plated Brass,<5mΩ
UL94-V0 flame retardant PA
3kV / 60"
1.6W
1.5mm
100MΩ

CFH17S                                 CFH14HG 

TYPE NO.
CFH17S
CFH17  
CFH14HB

with spigot
no spigot 
Cover (Black)

CFH17S CFH17

Recommended spigot hole 2.6mm

CFH14HB

CFH14HB CFH14HG
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5x20mm Low Profile Panel Mounting Fuseholders

•    Low profile panel mounting
•    Moulded in UL94-V0 PBT
•    Screw driver release
•    Screw & bayonet carrier
•    Solder, 2.8/4.0/4.8 quick 

connect terminals
 •     Anti-rotation D fixing
 •    EN60127
•    , ,    ,     approved
•   CFH18 UL, CSA approved

SPECIFICATION
Rating
  
Contacts/Resistance
Moulding
Dielectric strength
  CFH18
Power dissipation
Insulation Resistance

10A/ 250V

Tinned nickel plated Brass,<5mΩ
UL94-V0 flame retardant PBT
3kV / 60"
1.5kV
2.5W
>100MΩ

CFH04  

TYPE NO.
CFH04
CFH09
CFH12
CFH18

CARRIER
Screw
Bayonet
Bayonet
Bayonet

CFH04

TERMINAL
Solder / 2.8mm quick connect
Solder / 2.8mm quick connect
Solder / 4.8mm quick connect
Solder / 4mm quick connect

CFH09  

CFH18  

CFH12  

CFH09

CFH12

CFH18
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5x20mm Panel Mounting Fuseholders

•      Finger/screwdriver release, 
screw carrier

•      Anti-rotation key fixing
 •      Combined solder/2.8mm   

quick connect terminals
 •      Compact
 •      EN60127
•      , ,      approved  

SPECIFICATION
Rating
Contacts
Moulding
Dielectric strength
Insulation Resistance
Power dissipation

A/250V
Tinned nickel plated Brass
UL94-V0 flame retardant PC
>3kV
>100MΩ
2.5W

CFH05

TYPE NO.
CFH05 Panel mount fuseholder

5x20mm Snap Fit Panel Mounting Fuseholders

•       Snap fit panel mounting
 •   Screwdriver or finger release  

 screw fuse carrier
 •   Combined solder/2.8mm   

 quick connect terminals 
 •   Anti-rotation D fixing
•   EN60127
•   CFH08 , , , 
  approved
•   CFH11 ,  approved

SPECIFICATION
Rating  CFH08
  CFH11
Contacts
Moulding  CFH08
  CFH11
Dielectric strength CFH08
  CFH11
Insulation Resistance
Power dissipation CFH08

6.3A/250V
10A/250V
Tinned nickel plated Brass
UL94-V0 flame retardant PBT
UL94- V0 flame retardant PC
3kV
1.5kV
>100MΩ
2.5W

CFH08

TYPE NO.
CFH08
CFH11

CARRIER
Screw
Bayonet

RELEASE
Screw Driver
Finger

CFH11

CFH08

CFH11
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6.3x32mm (¼”x1¼”) Low Profile Panel Mounting Fuseholder

•    Low profile panel mounting
 •   Screw driver release  

 bayonet cap
 •   Combined solder/4.8mm   

 quick connect terminals 
 •   Anti-rotation fixing 
 •   and       approved

SPECIFICATION
Rating
Contacts
Moulding
Dielectric strength
Insulation Resistance

15A/250V
Tinned nickel plated Brass
UL94-V0 flame retardant PC
1.5kV
>100MΩ

CFH20

TYPE NO.
CFH20 Low profile panel 

mounting fuseholder

6.3x32mm (¼”x1¼”) Snap Fit Low Profile Panel Mounting Fuseholder

•    Low profile snap fit 
 panel mounting
 •   Screw driver release  

 bayonet cap
 •   Combined solder/4.8mm   

 quick connect terminals 
 •   Anti-rotation fixing 
 •    approved

SPECIFICATION
Rating
Contacts
Moulding
Dielectric strength
Insulation Resistance

10A/250V
Tinned nickel plated Brass
UL94-V2 Nylon
1.5kV
>100MΩ

CFH19

TYPE NO.
CFH19 Low profile snap 

fit fuseholder
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5x20mm Chassis Mounting 15A Fuseholder

•     Centre hole fixing
 •     Anti-rotation spigots
 •      5 x 20mm fuse 
 •     High current rating
•   approved

SPECIFICATION
Rating
Contacts
Moulding

15A/250V
High tensile phosphor Bronze, 500MΩ
Flame retardant PTB

CFH15

TYPE NO.
CFH15

FUSE SIZE
chassis mounting 15A 
fuseholder
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Multi-size Inline Fuseholder

•     Inline type fuseholder
•   Accepts 5 x 20mm, 

  6.3 x 32mm (1¼” x ¼”) and  
 6.3 x 25mm (¼” x 1”) fuses

•   Allows own choice of wire
•   Bayonet type cover
•        approved

CFH10

TYPE NO.
CFH10-

FUSE SIZE
6.3 x 32mm
6.3 x 25mm
5 x 20mm

SPECIFICATION
Rating
Contacts
Moulding
Dielectric strength
Operating power
Insulation Resistance

6.3A/250V
Tinned nickel plated Brass
UL94-HB PA6
1.5kV
1.6W
>100MΩ

6.3x32mm (¼”x1¼”) Chassis Mounting Fuseholder

•    Centre hole fixing
•   6.3 x 32mm fuse 
•   High current rating
•   approved

CFH16

TYPE NO.
CFH16

FUSE SIZE
chassis mounting 15A 
fuseholder

SPECIFICATION
Rating
Contacts/Resistance
Moulding

30A/300V
Brass tin nickel plated, 500MΩ
UL94-V0 Flame retardant, 
Phenolic thermosetting resin
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5x20mm Glass and Ceramic Fuses

•    Quick blow (F) IEC60127-2/2
•    Glass cartridge, nickel 
 plated end caps
•    Break capacity 35A/250V  

or 10 x In whichever is 
greater at above 3.5A

•    Colour coded available
•    , , BSI, , 
 approved (200mA to 6.3A)

CF0520FTYPE NO.
CF0520F/100
CF0520F/125
CF0520F/160
CF0520F/200
CF0520F/250
CF0520F/315
CF0520F/400
CF0520F/500
CF0520F/630
CF0520F/800
CF0520F/1
CF0520F/1.25

RATING
100mA
125mA
160mA
200mA
250mA
315mA
400mA
500mA
630mA
800mA
1A
1.25A

5x20mm Quick Blow Glass Fuses

TYPE NO.
CF0520F/1.6
CF0520F/2
CF0520F/2.5
CF0520F/3
CF0520F/3.15
CF0520F/4
CF0520F/5
CF0520F/6.3
CF0520F/8
CF0520F/10
CF0520F/12.5
CF0520F/15
CF0520F/16
CF0520F/20

RATING
1.6A
2A
2.5A
3A
3.15A
4A
5A
6.3A
8.A
10A
12.5A
15A
16A
20A

•    Time delay (F) IEC60127-2/3
•    Glass cartridge, nickel 
 plated end caps
•    Break capacity 35A/250V  

or 10 x In whichever is 
greater at above 3.5A

•    Colour coded available
•    Spiral element or plated 

solder section for 
 superior characteristics
•    , , BSI,  and BSI 
 approved (200mA to 6.3A)

CF0520TTYPE NO.
CF0520T/100
CF0520T/125
CF0520T/160
CF0520T/200
CF0520T/250
CF0520T/315
CF0520T/400
CF0520T/500
CF0520T/630
CF0520T/800

RATING
100mA
125mA
160mA
200mA
250mA
315mA
400mA
500mA
630mA
800mA

5x20mm Time Delay Glass Fuses

TYPE NO.
CF0520T/1
CF0520T/1.25
CF0520T/1.6
CF0520T/2
CF0520T/2.5
CF0520T/3.15
CF0520T/4
CF0520T/5
CF0520T/6.3
CF0520T/8
CF0520T/10
CF0520T/12.5

RATING
1A
1.25A
1.6A
2A
2.5A
3.15A
4A
5A
6.3A
8.A
10A
12.5A

•    Quick blow (F) IEC60127-2/1
 •    Ceramic cartridge, nickel 

plated brass end caps
 •    High break capacity 

1500A/250V
  •   Sand filled
•    , ,  and BSI  

approved (250mA-10A)

CF0521CFTYPE NO.
CF0521CF/100
CF0521CF/125
CF0521CF/160
CF0521CF/200
CF0521CF/250
CF0521CF/315
CF0521CF/400
CF0521CF/500
CF0521CF/630
CF0521CF/800
CF0521CF/1

RATING
100mA
125mA
160mA
200mA
250mA
315mA
400mA
500mA
630mA
800mA
1A

5x20mm Quick Blow Ceramic Fuses

TYPE NO.
CF0521CF/1.25
CF0521CF/1.6
CF0521CF/2
CF0521CF/2.5
CF0521CF/3.15
CF0521CF/4
CF0521CF/5
CF0521CF/6.3
CF0521CF/7.5
CF0521CF/8
CF0521CF/10
CF0521CF/12.5

RATING
1.25A
1.6A
2A
2.5A
3.15A
4A
5A
6.3A
7.5A
8.A
10A
12.5A

•     Time delay (T) IEC60127-2/5
 •   Ceramic cartridge, nickel   

 plated brass end caps
 •   High break capacity         

 1500A/250V
 •    200mA- 15A 

, , BSI 1A-6.3A
  •   Sand filled

CF0521CTTYPE NO.
CF0521CT/125
CF0521CT/160
CF0521CT/200
CF0521CT/250
CF0521CT/315
CF0521CT/400
CF05211CT/500
CF0521CT/630
CF0521CT/800
CF0521CT/1

RATING
125mA
160mA
200mA
250mA
315mA
400mA
500mA
630mA
800mA
1A

5x20mm Time Delay Ceramic Fuses

TYPE NO.
CF0521CT/1.25
CF0521CT/1.6
CF0521CT/2
CF0521CT/2.5
CF0521CT/3.15
CF0521CT/4
CF0521CT/5
CF0521CT/6.3
CF0521CT/7.5
CF0521CT/8
CF0521CT/10
CF0521CT/12.5

RATING
1.25A
1.6A
2A
2.5A
3.15A
4A
5A
6.3A
7.5A
8.A
10A
12.5A
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•      Quick blow (F)
 •      Glass cartridge, nickel 
 plated end caps
 •      Break capacity,  

35A/250V (250mA to 1A), 
 100A/250V (1A to 3A), 
 200A/250V (3A to 13A)
 •      To IEC 127

CF06325FGTYPE NO.
CF06325FG/250
CF06325FG/500
CF06325FG/800
CF06325FG/1
CF06325FG/2

RATING
250mA
500mA
800mA
1A
2A

6.3x25mm Quick Blow Glass Fuses

TYPE NO.
CF06325FG/3
CF06325FG/5
CF06325FG/7
CF06325FG/10
CF06325FG/13

RATING
3A
5A
7A
10A
13A

 •      Time delay (T)
 •      Glass cartridge, nickel 
 plated end caps
 •      Break capacity,  

35A/250V (250mA to 1A), 
 100A/250V (1A to 3A), 
 200A/250V (3A to 13A)
 •      To IEC 127

CF06325TGTYPE NO.
CF06325TG/250
CF06325TG/500
CF06325TG/800
CF06325TG/1
CF06325TG/2

RATING
250mA
500mA
800mA
1A
2A

6.3x25mm Time Delay Glass Fuses

TYPE NO.
CF06325TG/3
CF06325TG/5
CF06325TG/7
CF06325TG/10
CF06325TG/13

RATING
3A
5A
7A
10A
13A

6.3x25mm (¼”x1”) Glass & British Plug Top Fuses

 •      Power dissipation max 1 Watt
 •      Ceramic tube, silver - plated 

copper end caps
 •      Break capacity,  

6000A, 264VAC, 50Hz, 
 p.f. 0.3 - 0.4
 •   BS1362, IEC 269 -3A

TYPE NO.
CFA1362/3A
CFA1362/5A
CFA1362/10A
CFA1362/13A

RATING
3A
5A
10A
13A

6.3x25mm British Plug Top Fuses

LIMITS FOR PRE-ARCING TIME
  1.0 In.  1.6 In.  1.9 In.
In  MIN MIN MAX
1A - 13 A  1000 hrs 30 min. 30 min.
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•     Quick blow (F)
 •     Glass cartridge, nickel 
 plated end caps
 •     Break capacity, 
 35A/250V (to 1A),  
 100A/250V (to 3.5A), 
 200A/250V (above 3.5A)
 •     To IEC 127

CF06332FTYPE NO.
CF06332F/100
CF06332F/125
CF06332F/160
CF06332F/200
CF06332F/250
CF06332F/500
CF06332F/750
CF06332F/1
CF06332F/1.25
CF06332F/1.5
CF06332F/2

RATING
100mA
125mA
160mA
200mA
250mA
500mA
750mA
1A
1.25A
1.5A
2A

6.3x32mm Quick Blow Glass Fuses 

TYPE NO.
CF06332F/2.5
CF06332F/3
CF06332F/3.15
CF06332F/4
CF06332F/5
CF06332F/6.3
CF06332F/7
CF06332F/7.5
CF06332F/8
CF06332F/10
CF06332F/15

RATING
2.5A
3A
3.15A
4A
5A
6.3A
7A
7.5A
8.A
10A
15A

•     Time delay (T)
 •     Glass cartridge, nickel 
 plated end caps
 •     Break capacity, 
 35A/250V (to 1A) 
 100A/250V (to 3.5A),   
 200A/250V  
 (above 3.5A)
 •     To IEC 127

CF06332TTYPE NO.
CF06332T/100
CF06332T/125
CF06332T/160
CF06332T/200
CF06332T/250
CF06332T/500
CF06332T/750
CF06332T/1
CF06332T/1.25
CF06332T/1.5
CF06332T/2

RATING
100mA
125mA
160mA
200mA
250mA
500mA
750mA
1A
1.25A
1.5A
2A

6.3x32mm Time Delay Glass Fuses 

TYPE NO.
CF06332T/2.5
CF06332T/3
CF06332T/3.15
CF06332T/4
CF06332T/5
CF06332T/6
CF06332T/6.3
CF06332T/7
CF06332T/7.5
CF06332T/8
CF06332T/10
CF06332T/15

RATING
2.5A
3A
3.15A
4A
5A
6A
6.3A
7A
7.5A
8.A
10A
15A

•     Quick blow (F)
 •   Ceramic cartridge, nickel   

 plated end caps
 •   Break capacity 1000A
 •   Sand filled
•    (500mA-15A)

CF06333CFTYPE NO.
CF06333CF/100
CF06333CF/250
CF06333CF/500
CF06333CF/750
CF06333CF/1
CF06333CF/1.25
CF06333CF/1.5
CF06333CF/2
CF06333CF/2.5

RATING
100mA
200mA
500mA
750mA
1A
1.25A
1.5A
2A
2.5A

6.3x32mm Quick Blow Ceramic Fuses 

TYPE NO.
CF06333CF/3.15
CF06333CF/4
CF06333CF/5
CF0633CF/6
CF06333CF/6.3
CF06333CF/7.5
CF06333CF/8
CF06333CF/10
CF0633CF/12
CF06333CF/15
CF06333CF/20
CF06333CF/25

RATING
3.15A
4A
5A
6A
6.3A
7.5A
8.A
10A
12A
15A
20A
25A

•      Time delay (T)
 •     Ceramic cartridge, nickel 

plated end caps
 •     Break capacity 1000A
 •     Sand filled
•     (500mA-15A)

CF06333CTTYPE NO.
CF06333CT/100
CF06333CT/125
CF06333CT/160
CF06333CT/200
CF06333CT/250
CF06333CT/315
CF06333CT/400
CF06333CT/500
CF06333CT/750
CF06333CT/1
CF06333CT/1.25
CF06333CT/1.5
CF06333CT/2

RATING
100mA
125mA
160mA
200mA
250mA
315mA
400mA
500mA
750mA
1A
1.25A
1.5A
2A

6.3x32mm Time Delay Ceramic Fuses 

TYPE NO.
CF06333CT/2.5
CF06333CT/3.15
CF06333CT/4
CF06333CT/5
CF06333CT/6
CF06333CT/6.3
CF06333CT/7
CF06333CT/7.5
CF06333CT/8
CF06333CT/10
CF06333CT/12
CF06333CT/12.5
CF06333CT/15
CF06333CT/20
CF06333CT/25

RATING
2.5A
3.15A
4A
5A
6A
6.3A
7A
7.5A
8.A
10A
12A
12.5A
15A
20A
25A

6.3x32mm (¼”x1¼”) Glass and Ceramic Fuses
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CF0520F CF0520T 

CF0521CF CF0521CT

104
Ver 1.1



PCB
TERMINAL
BLOCKS

INTER-
CONNECTION

FUSES &
FUSE-
HOLDERS

LEDs &
INDICATORS

MINIATURE
SWITCHES

LIMIT &
SAFETY
SWITCHES

CONTROL
PRODUCTS

INTERFACE
MODULES &
SUPPORTS

RELAY
BASES

ENCLOSURES

BATTERIES

TRANS-
FORMERS

FUSES & FUSEHOLDERS

E L E C T R O N I C S  &  E N C LO S U R ES

+44 (0)1638 716101
info@camdenboss.com
www.camdenboss.com

We operate a constant improvement policy, 
our products are subject to change without notice.

104
Ver 1.0Ver 1.0

CF06332F 

CF06333CF CF06333CT 

CF06332T
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8.5 x 31.5mm & 10.3x38mm aR Semiconductor Power Fuses

•   Fast aR type for            
semiconductor protection 

•   Current limiting, super 
 fast blow
•   To IEC 60269-4
•   CF08aR 400V rating
•   CF10aR 500V standard       

rating, 690V and 
   1000V available
•      250mA-32A all voltage
             250mA-32A 500V

SPECIFICATION
Rating  CF08aR
                                           CF10aR
Breaking capacity CF08aR
                                           CF10aR
Blow time @ IN 

Blow time @ 4xIN   250mA-5A
                                            6A-32A
Blow time @ 10xIN  250mA-5A
                                            6A-32A 
 

400V 500mA-25A
500V             250mA-15A
20kA
120ka
min 4 hours
3ms-1s
10ms-10s
max 20ms
max 30ms

8.5x31.5mm aM Motor Circuit Protection Power Fuses

•   Fast aM type typically for   
 motor circuit protection

•   aM fast acting short circuit 
protection, slow acting 
overload protection

•   To IEC 60269
•   400V rating

SPECIFICATION
Rating  
Breaking capacity CF0840

400V 1 - 10A
20kA

TYPE NO.
CF0840aM/1
CF0840aM/2
CF0840aM/4
CF0840aM/6
CF0840aM/8
CF0840aM/10

RATING
1A
2A
4A
6A
8A
10A

31.5mm Ø8.5mm

31.5mm
400V Ø8.5mm

8.5x31.5 mm 400 V

38mm Ø10.3mm

400V

500V

10.3x38mm 500V
RATING
500mA
630mA
800mA
1A
1.25A
2A
2.5A
3A
3.5A
4A
5A
6A
6.3A
7A
8A
9A
10A
12A
12.5A
15A
16A
20A
25A

TYPE NO.
CF0840aR/500
CF0840aR/630
CF0840aR/800
CF0840aR/1
CF0840aR/1.25
CF0840aR/2
CF0840aR/2.5
CF0840aR/3
CF0840aR/3.5
CF0840aR/4
CF0840aR/5
CF0840aR/6
CF0840aR/6.3
CF0840aR/7
CF0840aR/8
CF0840aR/9
CF0840aR/10
CF0840aR/12
CF0840aR/12.5
CF0840aR/15
CF0840aR/16
CF0840aR/20
CF0840aR/25

RATING
250mA
315mA
400mA
500mA
630mA
800mA
1A
1.25A
1.6A
2A
2.5A
3A
3.15A
4A
5A
6A
6.3A
7A
8A
9A
10A
12A
12.5A
15A
16A
20A
30A

TYPE NO.
CF1050aR/250
CF1050aR/315
CF1050aR/400
CF1050aR/500
CF1050aR/630
CF1050aR/800
CF1050aR/1
CF1050aR/1.25
CF1050aR/1.6
CF1050aR/2
CF1050aR/2.5
CF1050aR/3
CF1050aR/3.15
CF1050aR/4
CF1050aR/5
CF1050aR/6
CF1050aR/6.3
CF1050aR/7
CF1050aR/8
CF1050aR/9
CF1050aR/10
CF1050aR/12
CF1050aR/12.5
CF1050aR/15
CF1050aR/16
CF1050aR/20 
CF1050aR/30
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8.5x31.5mm & 10.3x38mm gG General Power Fuses
•   Full gG range type typically  

 for conductor protection
•   Line protection, slow blow
 typically used for power   
 distribution or reuse loads
•   To IEC 60269
•   CF08gG series 400V rating
•   CF10gG Series 500V rating  

 (32A 400V)

SPECIFICATION
Rating  CF08gG
  CF10gG
Breaking capacity CF08gG
  CF10gG

400V 500mA - 25A
500V 500mA - 25A (32A 400V)
20kA
120kA

TYPE NO.
CF1050gG/500
CF1050gG/1
CF1050gG/2
CF1050gG/4
CF1050gG/6
CF1050gG/8
CF1050gG/10
CF1050gG/12
CF1050gG/20
CF1050gG/25
CF1050gG/32

RATING
500mA
1A
2A
4A
6A
8A
10A
12A
20A
25A
32A

TYPE NO.
CF0840gG/500
CF0840gG/1
CF0840gG/2
CF0840gG/4
CF0840gG/6
CF0840gG/8
CF0840gG/10
CF0840gG/12
CF0840gG/20
CF0840gG/25

RATING
500mA
1A
2A
4A
6A
8A
10A
12A
20A
25A

8.5x31.5mm 400V 10.3x38mm 500V
31.5mm

400V Ø8.5mm

38mm Ø10.3mm
500V

10.3x38mm gPV Solar Photovoltaic Power Fuses

•  Fast gPV type for the protection           
 of photovoltaic  modules and their          
    conductors
 •   Current limiting, super fast blow
•   To IEC 60269
 •   1000V rated
•  UL & TUV approvals pending

SPECIFICATION 
Rating                           CF10gPV        1000V                    1A - 20A 
Breaking Capacity         CF10gPV       2kA AT 1000VDC

Blow time @ IN = 113% of IR 1 hour min   
Blow time @ IN = 145% of IR 1 hour max

 TYPE NO.                    RATING  
CF1010gPV/1 
CF1010gPV/2 
CF1010gPV/3 
CF1010gPV/4 
CF1010gPV/5 
CF1010gPV/6 
CF1010gPV/8 
CF1010gPV/10 
CF1010gPV/12 
CF1010gPV/15 
CF1010gPV/20 

   
1A  
2A  
3A  
4A  
5A  
6A  
8A  
10A  
12A  
15A  
20A

Ver 1.1



PCB
TERMINAL

BLOCKS

INTER-
CONNECTION

FUSES &
FUSE-

HOLDERS

LEDs &
INDICATORS

MINIATURE
SWITCHES

LIMIT &
SAFETY

SWITCHES

CONTROL
PRODUCTS

INTERFACE
MODULES &
SUPPORTS

RELAY
BASES

ENCLOSURES

BATTERIES

TRANS-
FORMERS

FUSES & FUSEHOLDERS

E L E C T R O N I C S  &  E N C LO S U R ES

+44 (0)1638 716101
info@camdenboss.com
www.camdenboss.com

We operate a constant improvement policy, 
our products are subject to change without notice.

107
Ver 1.0

Powerfuse aR

Powerfuse aM

Powerfuse gG

CURRENT (A)

CURRENT (A)

CURRENT (A)
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2.4x7mm Micro Miniature Very Fast Acting Axial Fuses

•   Very fast acting
•   (375mA -10A)
 (100mA-10A) approved
•   Bandoliered

SPECIFICATION
Materials
Interupt current
Operating temperature
Soldering conditions
Solder leads
Electrical characteristics 100%
  200%

Epoxy coated body
30Amp@250Vac
-55°C to 125°C
260°C for 10 sec max
Tin plated copper
4 hours min blowing
20 sec max blowing TYPE NO.

CF2470FF/3.5
CF2470FF/4
CF2470FF/5
CF2470FF/6
CF2470FF/6.3
CF2470FF/7

RATING
3.5A
4A
5A
6A
6.3A
7A

TYPE NO.
CF2470FF/375
CF2470FF/400
CF2470FF/500
CF2470FF/600
CF2470FF/630
CF2470FF/700
CF2470FF/750
CF2470FF/800
CF2470FF/1
CF2470FF/2
CF2470FF/1.2
CF2470FF/1.25
CF2470FF/1.5
CF2470FF/1.6
CF2470FF/2.25
CF2470FF/2.5
CF2470FF/3
CF2470FF/3.15

RATING
375mA
400mA
500mA
600mA
630mA
700mA
750mA
800mA
1A
2A
1.2A
1.25A
1.5A
1.6A
2.25A
2.5A
3A
3.15A

CF2470FF

2.4x7mm Micro Miniature Slow Blow / Time Delay Axial Fuses

•   Slow blow / Time delay
•   (375mA- 7A)
 (100mA-15A) approved
•   Bandoliered

SPECIFICATION
Materials
Interupt current
Operating temperature
Soldering conditions
Solder leads
Electrical characteristics 100%
  200%
  300%
  800%

Epoxy coated body
30Amp@250Vac
-55°C to 125°C
260°C for 10 sec max
Tin plated copper
4 hours min blowing
1 sec min, 60 sec max 
0.2 sec min, 3 sec max
0.02 sec min, 0.1 sec max

TYPE NO.
CF2470TT/3.5
CF2470TT/4
CF2470TT/5
CF2470TT/6
CF2470TT/6.3
CF2470TT/7

RATING
3.5A
4A
5A
6A
6.3A
7A

TYPE NO.
CF2470TT/375
CF2470TT/400
CF2470TT/500
CF2470TT/600
CF2470TT/630
CF2470TT/750
CF2470TT/800
CF2470TT/1
CF2470TT/1.2
CF2470TT/1.25
CF2470TT/1.5
CF2470TT/1.6
CF2470TT/2
CF2470TT/2.5
CF2470TT/3
CF2470TT/3.15

RATING
375mA
400mA
500mA
600mA
630mA
750mA
800mA
1A
1.2A
1.25A
1.5A
1.6A
2A
2.5A
3A
3.15A

CF2470TT
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Surface Mount Fuses

•   Square Ceramic SMT Fuse
•   Silver plated brass cap   

 termination
•   Quick Blow & time delay
•   125V Rating
•   Supplied taped on 
 7" or 13" reel
•    &  approved

SPECIFICATION
Rating 

Interupt current
Soldering conditions

Electrical characteristics

Quick Blow 
Time Delay 

Infrared reflow
Wave flow
Quick Blow

Time Delay

CFSSMT
125V 63mA-5A
125V 200mA-5A
50A or 10x In @ 125V 
260°C for 20 sec max
260°C for 10 sec max
1 hours min @ 1.25 In
120 secs max @ 2 In
1 msec min @ 10 In
10 msec max @ 10 In
4 hours min @ 1.5 In
1 sec min @ 2 In
120 secs max @ 2 In
10 msec min @ 10 In
100 msec max @ 10 In

Quick Blow

TYPE NO.
CFSSMTT/200
CFSSMTT/250
CFSSMTT/315
CFSSMTT/400
CFSSMTT/500
CFSSMTT/630
CFSSMTT/800
CFSSMTT/1
CFSSMTT/1.25
CFSSMTT/1.6
CFSSMTT/2
CFSSMTT/2.5
CFSSMTT/3.15
CFSSMTT/4
CFSSMTT/5

RATING
200mA
250mA
315mA
400mA
500mA
630mA
800mA
1A
1.25A
1.6A
2A
2.5A
3.15A
4A
5A

I2t
0.0865
0.1320
0.2085
0.3310
0.5122
0.8055
1.3044
1.9090
2.8102
4.5385
8.8570
16.550
32.210
40.800
65.000

TYPE NO.
CFSSMTF/63
CFSSMTF/80
CFSSMTF/100
CFSSMTF/125
CFSSMTF/160
CFSSMTF/200
CFSSMTF/250
CFSSMTF/315
CFSSMTF/400
CFSSMTF/500
CFSSMTF/630
CFSSMTF/800
CFSSMTF/1
CFSSMTF/1.25
CFSSMTF/1.6
CFSSMTF/2
CFSSMTF/2.5
CFSSMTF/3.15
CFSSMTF/4
CFSSMTF/5

RATING
63mA
80mA
100mA
125mA
160mA
200mA
250mA
315mA
400mA
500mA
630mA
800mA
1A
1.25A
1.6A
2A
2.5A
3.15A
4A
5A

I2t
0.0012
0.0021
0.0032
0.0048
0.0079
0.0131
0.0192
0.0301
0.0472
0.0768
0.1204
0.1886
0.3000
0.4050
0.5025
1.2510
1.8520
3.6075
4.6400
6.6500

Time Delay
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SURFACE MOUNT FUSES - 1206 case size

• Thin film structure design with ceramic body, copper        
  and tin alloy element
• Wide range of current ratings from 0.2A to 7A. Voltag
  up to 63V DC (32V AC)
• Multi-layer construction for stable fusing characteristics
• Suitable for lead-free reflow and wave soldering 
  process
• 100% RoHS and REACH compliant   
• Operating temperature range -55 °C + 125 °C

SPECIFICATIONS

        

   
Construction Body Material                                     Ceramic                   
Termination Material                  Copper(Cu), Nikel(Ni), Tin(Sn) 
Fuse Element                  Copper(Cu), Tin(Sn)
Interrupting Rating                  50A at 32VAC   
                                                                                 50A at 63VDC
Soldering Method     

• Reflow Soldering                  260 °C, 30 Sec. max.  

• Wave Soldering              260 °C, 10 sec. max.  

• Hand Soldering                  350 °C, 3 sec. max. 
Rated Current                  1In                 2In                 3ln  
                                                            MIN              MAX              MAX 
Fast Blow     0.2A - 7A                  4hr                5 sec             0.2 sec  
Time Delay 0.2A - 7A                  4hr                120 sec          3 sec  

TYPE NO.         MARKING     AMPERE RATING(ln)   VOLTAGE        NOMINAL R          NOMINAL
      RATING( (V)     COLD OHMS        MELTING I² t  
                    A² SEC  
CF1206F/200 
CF1206F/500 
CF1206F/750 
CF1206F/001 
CF1206F/1.2 5 
CF1206F/1.50 
CF1206F/002 
CF1206F/2.50 
CF1206F/003 
CF1206F/004 
CF1206F/005 
CF1206F/007

C
F
G
H
J
K
N
O
P
S
T
U

200mA  
500mA
750mA
1A
1.25A
1.5A
2A
2.5A
3A
4A
5A
7A

2.400  
0.500  
0.220  
0.155  
0.090  
0.059  
0.034  
0.028  
0.020  
0.014  
0.010  
0.007

0.002  
0.022  
0.032  
0.052  
0.072  
0.100  
0.210  
0.320  
0.405  
0.745  
1.350  
2.870

 QUICK BLOW

TIME DELAY

ITEM          A          B           W           E            F           Pº          P¹            P²             Dº              T            10

     63V

TYPE NO.         MARKING     AMPERE RATING(ln)   VOLTAGE        NOMINAL R          NOMINAL
      RATING( (V)     COLD OHMS        MELTING I² t  
                    A² SEC  

     63V

CF1206T/200 
CF1206T/500 
CF1206T/750 
CF1206T/001 
CF1206T/1.50 
CF1206T/002 
CF1206T/2.50 
CF1206T/003 
CF1206T/004 
CF1206T/005 
CF1206T/007

2.100  
0.420  
0.195  
0.115  
0.055  
0.029  
0.022  
0.018 
0.012  
0.009  
0.005  

0.004  
0.023 
0.043  
0.073 
0.121 
0.250 
0.350 
0.442 
0.815  
1.682 
4.645

C
F
G
H
K
N
O
P
S
T
U

200mA  
500mA
750mA
1A
1.5A
2A
2.5A
3A
4A
5A
7A

Tape and Reel Specification

Criterion    2.000    3.500     8.000     1.750     3.500    4.000      4.000      2.000      1.550        0.750       0.750    
MAX          2.050    3.550     8.100     1.800     3.550    4.100      4.100      2.050      1.600        0.780       40.100    
MIN           1.950    3.450     7.900     1.700     3.450    3.900      3.900      1.950      1.500        0.720       39.900

10P0
T P0

P2 E

WFD0
A

P1

E
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Radial Lead Fuses (Round)

•   Quick Blow & Time Delay
•   250V Rating
•  Supplied in taped ammo pack                           
 •  IEC 60127
•   Time Delay: BSI approved
•  Working Temperature -55 °C to + 125 °C 

SPECIFICATION
Rating 

Working Temperature
Interupt current
Soldering conditions

Electrical characteristics

CFRT05
250V 50mA-6.3A
250V 40mA-6.3A

35A or 10x In @ 240V
260°C for 20 sec max
260°C for 10 sec max
60 mins min @ 1.5 In
30 mins max @ 2.1 In
10 msec min @ 2.75 In
3 sec max @ 2.75 In
3 msec min @ 4 In
300 msec max @ 4 In
20 msec max @ 10 In
60 mins min @ 1.5 In
2 mins max @ 2.1 In
400 msec min @ 2.75 In
10 sec max @ 2.75 In
150 msec min @ 4 In
3 sec max @ 4 In
20 msec min @ 10 In
150 msec max @ 10 In

Quick Blow

TYPE NO.
CFRT05T/40
CFRT05T/63
CFRT05T/80
CFRT05T/100
CFRT05T/125
CFRT05T/160
CFRT05T/200
CFRT05T/250
CFRT05T/315
CFRT05T/400
CFRT05T/500
CFRT05T/630
CFRT05T/800
CFRT05T/1
CFRT05T/1.25
CFRT05T/1.6
CFRT05T/2
CFRT05T/2.5
CFRT05T/3.15
CFRT05T/4
CFRT05T/5
CFRT05T/6.3

RATING
40mA
63mA
80mA
100mA
125mA
160mA
200mA
250mA
315mA
400mA
500mA
630mA
800mA
1A
1.25A
1.6A
2A
2.5A
3.15A
4A
5A
6.3A

I2t
0.016000
0.027700
0.019200
0.030000
0.010900
0.133100
0.200000
0.375000
0.545700
1.040000
0.250000
2.302000
3.136000
6.500000
12.50000
18.94400
32.00000
37.50000
84.34100
144.0000
162.5000
277.8300

TYPE NO.
CFRT05F/50
CFRT05F/63
CFRT05F/80
CFRT05F/100
CFRT05F/125
CFRT05F/160
CFRT05F/200
CFRT05F/250
CFRT05F/315
CFRT05F/400
CFRT05F/500
CFRT05F/600
CFRT05F/800
CFRT05F/1
CFRT05F/1.25
CFRT05F/1.6
CFRT05F/2
CFRT05F/2.5
CFRT05F/3.15
CFRT05F/4
CFRT05F/5
CFRT05F/6.3

RATING
50mA
63mA
80mA
100mA
125mA
160mA
200mA
250mA
315mA
400mA
500mA
600mA
800mA
1A
1.25A
1.6A
2A
2.5A
3.15A
4A
5A
6.3A

I2t
0.000325
0.001580
0.003200
0.005000
0.006250
0.007680
0.024000
0.043750
0.059530
0.080000
0.083000
0.119000
0.192000
0.300000
0.468700
0.896000
1.200000
2.500000
3.969000
7.200000
15.000000
47.628000

Time Delay

Quick Blow Time Delay

Quick Blow 
Time Delay 
-55 °C to +125 °C 

Infrared reflow
Wave flow
Quick Blow

Time Delay

PCB Layout
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Radial Lead Fuses (Square)

•   Quick Blow & Time Delay
•   250V Rating
•   Supplied in taped ammo pack 
•   IEC 60127 
•  Working Temperature -55 °C to + 125 °C
•  , ,  approved

SPECIFICATION
Rating 

Working Temperature
Interupt current
Soldering conditions

Electrical characteristics

Quick Blow 
Time Delay 
-55 °C to +125 °C 

Infrared reflow
Wave flow
Quick Blow

Time Delay

CFST05

250V 50mA-6.3A
250V 40mA-6.3A

35A or 10x In @ 240V
260°C for 20 sec max
260°C for 10 sec max
60 mins min @ 1.5 In
30 mins max @ 2.1 In
10 msec min @ 2.75 In
3 sec max @ 2.75 In
3 msec min @ 4 In
300 msec max @ 4 In
20 msec max @ 10 In
60 mins min @ 1.5 In
2 mins max @ 2.1 In
400 msec min @ 2.75 In
10 sec max @ 2.75 In
150 msec min @ 4 In
3 sec max @ 4 In
20 msec min @ 10 In
150 msec max @ 10 In

Quick Blow
TYPE NO.
CFST05T/40
CFST05T/63
CFST05T/80
CFST05T/100
CFST05T/125
CFST05T/160
CFST05T/200
CFST05T/250
CFST05T/315
CFST05T/400
CFST05T/500
CFST05T/630
CFST05T/800
CFST05T/1
CFST05T/1.25
CFST05T/1.6
CFST05T/2
CFST05T/2.5
CFST05T/3.15
CFST05T/4
CFST05T/5
CFST05T/6.3

RATING
40mA
63mA
80mA
100mA
125mA
160mA
200mA
250mA
315mA
400mA
500mA
630mA
800mA
1A
1.25A
1.6A
2A
2.5A
3.15A
4A
5A
6.3A

I2t
0.016000
0.027700
0.019200
0.030000
0.010900
0.133100
0.200000
0.375000
0.545700
1.040000
0.250000
2.302000
3.136000
6.500000
12.50000
18.94400
32.00000
37.50000
84.34100
144.0000
162.5000
277.8300

TYPE NO.
CFST05F/50
CFST05F/63
CFST05F/80
CFST05F/100
CFST05F/125
CFST05F/160
CFST05F/200
CFST05F/250
CFST05F/315
CFST05F/400
CFST05F/500
CFST05F/600
CFST05F/800
CFST05F/1
CFST05F/1.25
CFST05F/1.6
CFST05F/2
CFST05F/2.5
CFST05F/3.15
CFST05F/4
CFST05F/5
CFST05F/6.3

RATING
50mA
63mA
80mA
100mA
125mA
160mA
200mA
250mA
315mA
400mA
500mA
600mA
800mA
1A
1.25A
1.6A
2A
2.5A
3.15A
4A
5A
6.3A

I2t
0.000325
0.001580
0.003200
0.005000
0.006250
0.007680
0.024000
0.043750
0.059530
0.080000
0.083000
0.119000
0.192000
0.300000
0.468700
0.896000
1.200000
2.500000
3.969000
7.200000
15.000000
47.628000

Time Delay

Quick Blow Time Delay
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PTC Self-Resetting Fuses

•   PTC - Polymer Positive   
 Temperature Coefficient

•   Voltages from 6V to 250V
•   Ratings from 0.03A to 14A
•   Radial lead
•   UL94-V0 rated epoxy casing
•   5mm pitch available in bulk  

 or ammo pack, 10mm pitch  
 available in bulk

•   UL pending, CFPO series  

SPECIFICATION
Temperature rating
Maximum temperature
Typical recovery time(25°C)
Resistance at tripping point
The fuse will recover if V2/4RL<Pd

(RL=load resistance, V=operating voltage and Pd=dissipation power)
Materials:  Leads
  Body

-40°C to +85°C
≤125°C
≤20secs after fault removed
V2/Pd

Tin plated copper or steel
Flame retardant epoxy UL94-V0 rated

•    Select the PTC series by 
maximum Vrms

•    Select the part number by 
the holding current IH

•    If the ambient temperature is 
not 25°C, select IH using the 
following chart

•    Check the minimum trip 
current IT and trip time tT 

against the rated 
 over current

Selecting a PTC

CFPLA
CFPM 250-900
CFPN 185-600
CFPO 160-400
CFPPA 090-380
CFPP 018-380

I
T

I
H

CFPL
CFPM 010-185
CFPN 005-160
CFPNA 
CFPO 005-135
CFPPA 010-075
CFPP 010-120
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6V & 16V PTC Fuses

CFPLA/005
CFPLA/010
CFPLA/020
CFPLA/030
CFPL/005
CFPL/010
CFPL/020
CFPL/030
CFPL/040
CFPL/050
CFPL/070
CFPL/090
CFPL/110
CFPL/130
CFPL/160
CFPL/185
CFPL/250
CFPL/300
CFPL/400
CFPL/500
CFPL/600
CFPL/700
CFPL/900
CFPL/1100
CFPL/1200
CFPL/1400
CFPL/1600

Vrms

6V
6V
6V
6V
16V
16V
16V
16V
16V
16V
16V
16V
16V
16V
16V
16V
16V
16V
16V
16V
16V
16V
16V
16V
16V
16V
16V

IH

0.05A
0.10A
0.20A
0.30A
0.05A
0.10A
0.20A
0.30A
0.40A
0.50A
0.70A
0.90A
1.10A
1.30A
1.60A
1.85A
2.50A
3.00A
4.00A
5.00A
6.00A
7.00A
9.00A
11.00A
12.00A
14.00A
16.00A

Ω min
13.0R
2.54R
0.78R
0.60R
20.0R
4.70R
1.40R
0.550R
0.380R
0.250R
0.140R
0.110R
0.095R
0.075R
0.063R
0.040R
0.028R
0.024R
0.014R
0.012R
0.010R
0.008R
0.005R
0.004R
0.004R
0.003R
0.002R

Ω max
25.0R
3.70R
2.80R
1.50R
35R
8.50R
2.50R
1.130R
0.750R
0.620R
0.350R
0.210R
0.160R
0.140R
0.120R
0.094R
0.051R
0.042R
0.027R
0.023R
0.020R
0.018R
0.013R
0.010R
0.009R
0.008R
0.007R

IT

0.10A
0.20A
0.40A
0.60A
0.10A
0.20A
0.40A
0.60A
0.80A
1.00A
1.40A
1.80A
2.20A
2.60A
3.20A
3.70A
5.00A
6.00A
8.00A
10.00A
12.00A
14.00A
18.00A
22.00A
24.00A
28.00A
32.00A

Imax

1A
3A
5A
5A
1A
3A
5A
5A
10A
10A
20A
100A
100A
100A
100A
100A
100A
100A
100A
100A
100A
100A
100A
100A
100A
100A
100A

tT

3.1/0.25sec
3.1/0.50sec
3.1/1.00sec
3.1/1.50sec
3.1/0.25sec
3.1/0.50sec
3.2/1.00sec
3.5/1.50sec
3.2/2.00sec
3.0/2.50sec
3.0/3.50sec
2.8/4.50sec
3.0/5.50sec
3.0/6.50sec
3.2/8.00sec
3.8/9.25sec
4.3/12.5sec
4.8/15.00sec
5.0/20.00sec
5.7/25.00sec
6.3/30.00sec
8.0/35.00sec
9.6/45.00sec
10.8/55.0sec
13.0/60.0sec
15.0/70.0sec
18.0/80.0sec

A
3.10mm
3.10mm
3.10mm
3.40mm
5.20mm
5.20mm
5.20mm
5.20mm
5.20mm
5.20mm
5.20mm
6.50mm
7.00mm
7.80mm
8.20mm
8.80mm
9.80mm
10.30mm
10.00mm
10.00mm
12.00mm
13.50mm
14.50mm
19.00mm
20.50mm
23.00mm
28.00mm

B
6.40mm
6.40mm
6.40mm
6.70mm
10.50mm
10.50mm
10.50mm
10.50mm
10.50mm
10.50mm
10.50mm
11.50mm
12.20mm
12.80mm
13.20mm
13.80mm
14.80mm
15.30mm
18.80mm
10.50mm
18.80mm
21.50mm
24.00mm
26.50mm
27.00mm
31.00mm
35.00mm

C
2.30mm
2.30mm
2.30mm
2.30mm
2.50mm
2.50mm
2.50mm
2.50mm
2.50mm
2.50mm
2.50mm
2.50mm
2.50mm
2.50mm
2.50mm
2.50mm
2.50mm
2.50mm
2.80mm
2.80mm
2.80mm
2.80mm
2.80mm
2.80mm
2.80mm
2.80mm
2.80mm

D
3.0mm
3.0mm
3.0mm
3.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
10.0mm
10.0mm
10.0mm
10.0mm

30V PTC Fuses

CFPM/010
CFPM/015
CFPM/030
CFPM/040
CFPM/050
CFPM/070
CFPM/090
CFPM/110
CFPM/135
CFPM/160
CFPM/185
CFPM/250
CFPM/300
CFPM/400
CFPM/500
CFPM/600
CFPM/700
CFPM/800
CFPM/900

Vrms

30V
30V
30V
30V
30V
30V
30V
30V
30V
30V
30V
30V
30V
30V
30V
30V
30V
30V
30V

IH

0.10A
0.15A
0.30A
0.40A
0.50A
0.70A
0.90A
1.10A
1.35A
1.60A
1.85A
2.50A
3.00A
4.00A
5.00A
6.00A
7.00A
8.00A
9.00A

Ω min
4.500R
2.500R
0.550R
0.380R
0.240R
0.135R
0.120R
0.095R
0.068R
0.065R
0.045R
0.025R
0.020R
0.014R
0.012R
0.008R
0.007R
0.006R
0.006R

Ω max
8.500R
4.780R
1.100R
0.750R
0.580R
0.310R
0.210R
0.160R
0.140R
0.125R
0.095R
0.062R
0.042R
0.032R
0.028R
0.023R
0.020R
0.013R
0.012R

IT

0.20A
0.30A
0.60A
0.80A
1.00A
1.40A
1.80A
2.20A
2.70A
3.20A
3.70A
5.00A
6.00A
8.00A
10.00A
12.00A
14.00A
16.00A
18.00A

Imax

40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A

tT

3.6/0.50sec
3.3/0.75sec
3.1/1.50sec
3.0/2.00sec
2.8/2.50sec
3.0/3.50sec
3.0/4.50sec
3.2/5.50sec
3.5/6.75sec
3.8/8.00sec
4.0/9.25sec
5.2/12.50sec
6.4/15.00sec
7.3/20.00sec
7.8/25.00sec
9.0/30.00sec
12.5/35.00sec
13.7/40.00sec
15.5/45.00sec

A
5.20mm
5.20mm
5.20mm
5.20mm
5.20mm
6.50mm
7.00mm
7.80mm
9.00mm
9.80mm
11.00mm
11.50mm
13.00mm
16.00mm
19.00mm
21.50mm
22.50mm
24.80mm
25.50mm

B
10.30mm
10.30mm
10.30mm
10.30mm
10.30mm
11.50mm
13.50mm
14.20mm
16.00mm
16.50mm
17.00mm
17.30mm
17.80mm
20.50mm
22.50mm
25.00mm
25.50mm
27.50mm
28.00mm

C
2.50mm
2.50mm
2.50mm
2.50mm
2.50mm
2.50mm
2.50mm
2.50mm
2.50mm
2.80mm
2.80mm
2.80mm
2.80mm
2.80mm
2.80mm
2.80mm
2.80mm
3.00mm
3.00mm

D
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
10.0mm
10.0mm
10.0mm
10.0mm
10.0mm
10.0mm

E
0.9mm
0.9mm
0.9mm
0.9mm
0.9mm
0.9mm
1.10mm
1.10mm
1.10mm
1.10mm
1.10mm
1.30mm
1.30mm
1.30mm
1.30mm
1.30mm
1.30mm
1.50mm
1.50mm

E
0.9mm
0.9mm
0.9mm
0.9mm
0.9mm
0.9mm
0.9mm
0.9mm
0.9mm
0.9mm
0.9mm
0.9mm
0.9mm
0.9mm-
1.00mm
1.00mm
1.30mm
1.40mm
1.40mm
1.40mm
1.40mm
1.40mm
1.40mm
1.40mm
1.40mm
1.70mm
1.70mm
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60V PTC Fuses

CFPN/005
CFPN/010
CFPN/015
CFPN/017
CFPN/020
CFPN/025
CFPN/030
CFPN/040
CFPN/050
CFPN/065
CFPN/075
CFPN/090
CFPN/110
CFPN/135
CFPN/160
CFPN/185
CFPN/210
CFPN/250
CFPN/300
CFPN/380
CFPN/500
CFPN/600

Vrms

60V
60V
60V
60V
60V
60V
60V
60V
60V
60V
60V
60V
60V
60V
60V
60V
60V
60V
60V
60V
60V
60V

IH

0.05A
0.10A
0.15A
0.17A
0.20A
0.25A
0.30A
0.40A
0.50A
0.65A
0.75A
0.90A
1.10A
1.35A
1.60A
1.85A
2.10A
2.50A
3.00A
3.80A
5.00A
6.00A

Ω min
15.0R
4.2R
2.2R
2.0R
1.4R
1.05R
0.700R
0.550R
0.380R
0.270R
0.230R
0.170R
0.130R
0.100R
0.070R
0.060R
0.055R
0.040R
0.032R
0.025R
0.018R
0.010R

Ω max
30.0R
9.5R
5.5R
4.2R
2.6R
1.85R
1.280R
0.910R
0.720R
0.450R
0.400R
0.350R
0.250R
0.200R
0.160R
0.130R
0.110R
0.085R
0.065R
0.050R
0.038R
0.028R

IT

0.10A
0.20A
0.30A
0.34A
0.40A
0.50A
0.60A
0.80A
1.00A
1.30A
1.50A
1.80A
2.20A
2.70A
3.20A
3.70A
4.20A
5.00A
6.00A
7.60A
10.00A
12.00A

Imax

20A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A

tT

2.5/0.25sec
2.2/0.50sec
2.3/0.75sec
2.3/0.85sec
2.3/1.00sec
2.5/1.25sec
2.8/1.50sec
3.0/2.00sec
3.5/2.50sec
3.8/3.25sec
4.1/3.75sec
4.3/4.50sec
4.8/5.50sec
5.7/6.75sec
6.5/8.00sec
7.6/9.25sec
8.5/10.50sec
9.8/12.50sec
10.3/15.00sec
13.5/19.0sec
17.6/25.00sec
20.7/30.00sec

A
4.20mm
5.20mm
5.20mm
5.20mm
6.00mm
6.80mm
6.80mm
7.50mm
8.70mm
9.30mm
9.50mm
11.00mm
11.50mm
13.90mm
14.00mm
15.50mm
16.50mm
19.00mm
22.50mm
24.00mm
27.00mm
28.90mm

B
10.50mm
11.50mm
11.50mm
11.50mm
12.10mm
12.80mm
12.80mm
13.50mm
14.80mm
15.30mm
15.50mm
17.00mm
17.50mm
20.00mm
20.30mm
20.50mm
22.80mm
24.00mm
26.00mm
28.00mm
31.00mm
33.00mm

C
2.50mm
2.50mm
2.50mm
2.50mm
2.50mm
2.50mm
2.50mm
2.50mm
2.50mm
2.50mm
2.80mm
2.80mm
2.80mm
2.80mm
2.80mm
3.00mm
3.00mm
3.00mm
3.00mm
3.00mm
3.00mm
3.00mm

D
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
10.0mm
10.0mm
10.0mm
10.0mm
10.0mm
10.0mm
10.0mm

E
1.20mm
1.20mm
1.20mm
1.20mm
1.20mm
1.20mm
1.20mm
1.20mm
1.20mm
1.20mm
1.30mm
1.30mm
1.30mm
1.30mm
1.30mm
1.70mm
1.70mm
1.70mm
1.70mm
1.70mm
1.70mm
1.70mm

130V PTC Fuses

CFPNA/010
CFPNA/015
CFPNA/017
CFPNA/020
CFPNA/025 
CFPNA/030
CFPNA/040
CFPNA/050
CFPNA/065
CFPNA/075
CFPNA/090
CFPNA/110
CFPNA/135
CFPNB/010
CFPNB/015
CFPNB/020
CFPNB/025
CFPNB/030
CFPNB/040
CFPNB/050
CFPNB/065
CFPNB/075
CFPNB/090
CFPNB/110

Vrms

130V
130V
130V
130V
130V
130V
130V
130V
130V
130V
130V
130V
130V
130V
130V
130V
130V
130V
130V
130V
130V
130V
130V
130V

IH

0.10A
0.15A
0.17A
0.20A
0.25A
0.30A
0.40A
0.50A
0.65A
0.75A
0.90A
1.10A
1.35A
0.10A
0.15A
0.20A
0.25A
0.30A
0.40A
0.50A
0.65A
0.75A
0.90A
0.10A

Ω min
6.500R
4.000R
3.000R
1.900R
1.450R
0.900R
0.750R
0.500R
0.450R
0.350R
0.250R
0.180R
0.140R
4.500R
2.400R
1.650R
1.100R
0.750R
0.650R
0.400R
0.350R
0.300R
0.200R
0.180R

Ω max
9.500R
7.500R
6.500R
3.300v
2.400R
1.600R
1.320R
1.000R
0.800R
0.600R
0.450R
0.350R
0.280R
9.500R
4.500R
3.500R
2.500R
1.400R
1.100R
0.900R
0.700R
0.500R
0.380R
0.350R

IT

0.20A
0.30A
0.34A
0.40A
0.50A
0.60A
0.80A
1.00A
1.30A
1.50A
1.80A
2.20A
2.70A
0.20A
0.30A
0.40A
0.50A
0.60A
0.80A
1.00A
1.30A
1.50A
1.80A
2.20A

Imax

40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A

tT

6.0/0.50sec
5.5/0.75sec
5.2/0.85sec
5.0/1.00sec
4.8/1.25sec
4.5/1.50sec
4.5/2.00sec
5.0/2.50sec
5.2/3.25sec
5.5/3.75sec
5.8/4.50sec
6.3/5.50sec
7.5/6.75sec
4.0/0.50sec
4.0/075sec
4.0/1.00sec
3.5/1.25sec
3.0/1.50sec
3.0/2.00sec
3.2/2.50sec
3.8/3.25sec
4.0/3.75sec
4.0/4.50sec
4.8/5.50sec

A
7.55mm
7.55mm
8.20mm
8.20mm
8.20mm
8.20mm
9.30mm
10.00mm
11.20mm
11.40mm
12.00mm
14.00mm
16.00mm
7.50mm
7.50mm
8.00mm
8.00mm
8.20mm
9.30mm
10.00mm
11.00mm
11.00mm
12.00mm
14.00mm

B
13.80mm
13.80mm
14.80mm
14.80mm
14.80mm
14.80mm
15.80mm
16.30mm
17.40mm
17.80mm
18.40mm
20.00mm
21.50mm
13.00mm
13.00mm
14.00mm
14.00mm
14.00mm
15.30mm
16.00mm
17.00mm
17.00mm
18.00mm
20.00mm

C
3.00mm
3.00mm
3.00mm
3.00mm
3.00mm
3.00mm
3.00mm
3.00mm
3.00mm
3.00mm
3.00mm
3.00mm
3.00mm
2.10mm
2.10mm
2.10mm
2.10mm
2.30mm
2.30mm
2.30mm
2.30mm
2.30mm
2.30mm
2.30mm

D
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm

E
(mm)
1.70mm
1.70mm
1.70mm
1.70mm
1.80mm
1.80mm
1.80mm
1.80mm
1.80mm
1.80mm
2.00mm
2.00mm
2.00mm
1.70mm
1.70mm
1.70mm
1.70mm
1.70mm
1.70mm
1.70mm
1.70mm
1.70mm
1.70mm
1.70mm
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120V PTC Fuses

CFPO/005
CFPO/010
CFPO/015
CFPO/017
CFPO/020
CFPO/025
CFPO/030
CFPO/040
CFPO/050
CFPO/065
CFPO/075
CFPO/090
CFPO/110
CFPO/135
CFPO/160
CFPO/185
CFPO/210
CFPO/300
CFPO/400

Vrms

120V
120V
120V
120V
120V
120V
120V
120V
120V
120V
120V
120V
120V
120V
120V
120V
120V
120V
120V

IH

0.05A
0.10A
0.15A
0.17A
0.20A
0.25A
0.30A
0.40A
0.50A
0.65A
0.75A
0.90A
1.10A
1.35A
1.60A
1.85A
2.10A
3.00A
4.00A

Ω min
15.00R
6.000R
3.500R
3.000R
1.900R
1.450R
0.900R
0.720R
0.500R
0.450R
0.350R
0.250R
0.180R
0.140R
0.110R
0.095R
0.075R
0.048R
0.038R

Ω max
25.00R
12.00R
6.500R
6.500R
3.300R
2.400R
1.600R
1.320R
1.000R
0.800R
0.600R
0.450R
0.350R
0.280R
0.200R
0.180R
0.150R
0.081R
0.060R

IT

0.10A
0.20A
0.30A
0.34A
0.40A
0.50A
0.60A
0.80A
1.00A
1.30A
1.50A
1.80A
2.20A
2.70A
3.20A
3.70A
4.20A
6.00A
8.00A

Imax

10A
15A
15A
20A
20A
30A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A
40A

tT

6.5/0.25sec
6.5/0.50sec
5.5/0.75sec
5.2/0.85sec
5.0/1.00sec
4.8/1.25sec
4.5/1.50sec
4.5/2.00sec
5.0/2.50sec
5.2/3.25sec
5.5/3.75sec
5.8/4.50sec
6.3/5.50sec
7.5/6.75sec
8.8/8.00sec
10.1/9.25sec
12.5/10.50sec
14.5/15.00sec
16.0/20.00sec

A
5.30mm
5.30mm
7.55mm
8.20mm
8.20mm
8.20mm
8.80mm
9.80mm
10.30mm
11.40mm
11.40mm
12.40mm
14.80mm
16.00mm
17.80mm
19.20mm
22.90mm
24.00mm
31.80mm

B
11.50mm
11.50mm
13.80mm
14.80mm
14.80mm
14.80mm
14.80mm
15.80mm
16.30mm
17.40mm
17.80mm
18.40mm
20.00mm
21.50mm
22.80mm
23.20mm
24.50mm
27.30mm
35.50

C
3.20mm
3.20mm
3.20mm
3.20mm
3.20mm
3.20mm
3.20mm
3.20mm
3.30mm
3.30mm
3.30mm
3.30mm
3.30mm
3.30mm
3.70mm
3.70mm
3.70mm
3.70mm
3.70mm

D
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
10.0mm
10.0mm
10.0mm
10.0mm
10.0mm

E
1.80mm
1.80mm
1.80mm
1.80mm
1.80mm
1.80mm
1.80mm
1.80mm
2.00mm
2.00mm
2.00mm
2.00mm
2.00mm
2.00mm
2.20mm
2.20mm
2.20mm
2.20mm
2.20mm

240V PTC Fuses

CFPPA/010
CFPPA/012
CFPPA/015
CFPPA/018
CFPPA/020
CFPPA/025
CFPPA/030
CFPPA/040
CFPPA/050
CFPPA/065
CFPPA/075
CFPPA/090
CFPPA/100
CFPPA/130
CFPPA/170
CFPPA/200
CFPPA/300
CFPPA/380

Vrms

240V
240V
240V
240V
240V
240V
240V
240V
240V
240V
240V
240V
240V
240V
240V
240V
240V
240V

IH

0.1A
0.12A
0.15A
0.18A
0.20A
0.25A
0.30A
0.40A
0.50A
0.65A
0.75A
0.90A
1.00A
1.30A
1.70A
2.00A
3.00A
3.80A

Ω min
6.20R
5.80R
4.00R
3.80R
2.80R
2.50R
1.90R
1.20R
0.65R
0.55R
0.50R
0.35R
0.32R
0.25R
0.18R
0.100R
0.055R
0.04R

Ω max
9.50R
9.00R
7.20R
6.80R
5.60R
5.10R
3.50R
2.20R
1.70R
1.45R
1.35R
0.85R
0.75R
0.58R
0.27R
0.190R
0.115R
0.13R

IT

0.20A
0.24A
0.30A
0.36A
0.40A
0.50A
0.60A
0.80A
1.00A
1.30A
1.50A
1.80A
2.00A
2.60A
3.40A
4.00A
6.00A
7.60A

Imax

3A
3A
3A
4A
4A
4A
5A
5A
5A
5A
6A
6A
8A
8A
15A
15A
30A
40A

tT

5.4/0.50sec
5.8/0.60sec
5.8/0.75sec
5.8/0.90sec
6.0/1.00sec
6.0/1.25sec
6.12/1.50sec
6.5/2.00sec
6.8/2.50sec
7.36/3.25sec
7.8/3.75sec
8.4/4.50sec
9.7/5.00sec
11.8/6.50sec
13.8/8.50sec
18.9/10.00sec
24.6/15.00sec
29.1/19.00sec

A
7.60mm
7.60mm
8.00mm
8.40mm
8.40mm
11.00mm
11.00mm
12.00mm
14.00mm
15.50mm
15.80mm
18.50mm
18.50mm
23.50mm
25.30mm
29.50mm
36.00mm
42.00mm

B
12.00mm
12.00mm
12.00mm
12.40mm
12.40mm
15.00mm
15.00mm
16.00mm
18.00mm
18.80mm
18.80mm
22.50mm
22.50mm
26.80mm
29.00mm
34.00mm
40.00mm
46.00mm

C
3.60mm
3.60mm
3.60mm
3.60mm
5.10mm
5.10mm
5.10mm
5.10mm
5.10mm
5.10mm
5.10mm
5.10mm
5.10mm
5.10mm
5.10mm
5.10mm
5.10mm
5.10mm

D
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
10.0mm
10.0mm
10.0mm
10.0mm
10.0mm
10.0mm
10.0mm
10.0mm
10.0mm

E
2.20mm
2.20mm
2.20mm
2.20mm
2.80mm
2.80mm
2.80mm
2.80mm
2.80mm
2.80mm
3.00mm
3.00mm
3.00mm
3.00mm
3.00mm
3.00mm
3.00mm
3.00mm
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250V PTC Fuses

CFPP/010
CFPP/012
CFPP/015
CFPP/018
CFPP/020
CFPP/025
CFPP/030
CFPP/040
CFPP/050
CFPP/065
CFPP/075
CFPP/090
CFPP/100
CFPP/130
CFPP/170
CFPP/200
CFPP/300
CFPP/380

Vrms

250V
250V
250V
250V
250V
250V
250V
250V
250V
250V
250V
250V
250V
250V
250V
250V
250V
250V

IH

0.10A
0.12A
0.15A
0.18A
0.20A
0.25A
0.30A
0.40A
0.50A
0.65A
0.75A
0.90A
1.00A
1.30A
1.70A
2.00A
3.00A
3.80A

Ω min
6.000R
5.800R
4.000R
3.800R
2.800R
2.500R
1.900R
1.200R
0.650R
0.550R
0.500R
0.350R
0.320R
0.220R
0.180R
0.100R
0.060R
0.040R

Ω max
12.00R
9.000R
7.200R
6.800R
5.600R
5.100R
3.500R
2.200R
1.700R
1.450R
1.350R
0.850R
0.750R
0.580R
0.360R
0.190R
0.125R
0.130R

IT 

0.20R
0.24R
0.30R
0.36R
0.40R
0.50R
0.60R
0.80R
1.00R
1.30R
1.50R
1.80R
2.00R
2.60R
3.40R
4.00R
6.00R
7.60R

Imax 

3A
3A
3A
4A
4A
4A
5A
5A
5A
5A
6A
6A
8A
8A
15A
15A
30A
40A

tT

7.0/0.50sec
6.8/0.60sec
6.5/0.75sec
6.2/0.90sec
6.0/1.00sec
6.6/1.25sec
6.8/1.50sec
7.1/2.00sec
7.4/2.50sec
8.0/3.25sec
8.5/3.75sec
9.1/4.50sec
10.5/5.00sec
12.8/6.50sec
15.0/8.50sec
20.5/10.00sec
26.7/15.00sec
32.3/19.00sec

A
8.00mm
8.00mm
8.00mm
8.40mm
8.40mm
11.00mm
11.00mm
12.00mm
14.00mm
15.50mm
15.80mm
18.50mm
18.50mm
23.50mm
25.30mm
29.50mm
36.00mm
42.00mm

B
12.00mm
12.00mm
12.00mm
12.40mm
12.40mm
15.00mm
15.00mm
16.00mm
18.00mm
18.80mm
18.80mm
22.50mm
22.50mm
26.80mm
29.00mm
34.00mm
40.00mm
46.00mm

C
5.70mm
5.70mm
5.70mm
5.70mm
5.70mm
5.70mm
5.70mm
5.70mm
5.70mm
5.70mm
5.70mm
5.70mm
5.70mm
5.70mm
5.70mm
5.70mm
5.70mm
5.70mm

D
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
5.0mm
10.0mm
10.0mm
10.0mm
10.0mm
10.0mm
10.0mm
10.0mm
10.0mm
10.0mm

E
3.20mm
3.20mm
3.20mm
3.20mm
3.20mm
3.20mm
3.20mm
3.20mm
3.20mm
3.20mm
3.20mm
3.20mm
3.20mm
3.20mm
3.70mm
3.70mm
3.70mm
3.70mm
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